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ONIVERSITI SAINS MALAYSIA





LAMPIRAN Q5

TO SUPPLY, DELIVER, INSTALL AND COMMISSIONING “INDOOR AIR QUALITY MONITORING” TO

UNIVERSITI SAINS MALAYSIA                                               

TECHNICAL SPECIFICATION SCHEDULE
Tender No. :  SH/SF/PPKA/2016(2)(S)   

	ITEM NO.
	UNIVERSITY’S DESCRIPTION
	QUANTITY
	BIDDER’S SPECIFICATION

(Please Write Your Specification In This Column)
	TECHNICAL EVALUATION
(For Official Use Only)



	
	A. ITEM 

INDOOR AIR QUALITY MONITORING
B. DESCRIPTION 

The tenderer is required to supply an Indoor Air Quality Monitoring system School of Civil Engineering, USM with safety features for the users as well as having exceptional stability and reliable performance. 
C. ESSENTIAL FEATURES
1. Must be able to perform IAQ monitoring to comply with air contaminants, environment and air flow parameters requirements in Table 1 and Table 2 of the Industry Code of Practice on Indoor Air Quality 2010. JKKP DP(S) 127/379/4-39.

2. Must comply with requirements for sampling in Table A4-1 of the Industry Code of Practice on Indoor Air Quality 2010. JKKP DP(S) 127/379/4-39 

3. Continuous, near realtime monitoring.

4. Capable for good resolution for photo, video and audio notes) with at least 5 hours typical battery life.

5. All data downloading devices must come with minimum  1 year antivirus protections.

6. Preloaded software for download, analysis, REPORT GENERATION and graphical generation with at least 1 year license and unlimited upgrade

7. Full protective tripod kit, folio case, pouch and hard shell carrying cases.  Preferably with in line fan features 
8. Compatible with OS Win XP-10

9. One year warranty.

D. TECHNICAL SPECIFICATIONS
.          Must comply with DOSH, Industry Code of Practice on Indoor Air Quality 2010. 

E. ESSENTIAL COMPONENTS & ACCESSORIES
DC rechargeable power supply lasting for at least 12 hours.

Antitheft 

Isokinetic sampling probe

Filters with zeroing capability

Sampling for microbes should come with capability to perform NIOSH methods and AIHA(1996)

Completed monitoring system with downloadable features. 

Remote communications are preferred.

F. STANDARD REQUIREMENTS AND INSTRUCTIONS
· The Indoor Air Quality Monitoring supplied must be a brand new item with proper serial number to prove it and must not be a used or a reconditioned instrument.
· The Indoor Air Quality Monitoring must be fully installed and made fully functioning for all parameters
· Maintenance, Service & Operating Manual and original Catalogue in English must be provided.

· The Indoor Air Quality Monitoring supplied must be warranted against manufacturing defects for at least 12 months from the date of commissioning.
· On–Site training must be provided for operation, maintenance and troubleshooting.
· All installation charges inclusive of electrical and builder’s works (if any) must be borne by the supplier.
· Please itemize items in unit system

· Please separate price from GST

· Please state specifically conformity with specifications
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